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60 minutes Fire Resistance  
according to ENV 13381 - 7 e EN 13501 - 2  

 

B- s1 - d0 Reaction to Fire (ETA 15/0424)  

 

Class A (tunnel test ASTM E84)   

 

BS 6853 Annex B.2 smoke toxicity compliant  

 

Class A (ISO 16000 Indoor air emission)  

Water based, low VOC  

EMICODE EC1 Plus  

AgBB Compliant  

 

 

 

 

The fire protection has never been so transparent  

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

HOW  

IT WORKS  

See how it reacts  

in the video:  
 

www.aithon. co.uk  

 
AITHON  PV 33  at ambient temperature 

is  just  a perfectly transparent varnish, 

with a natural wax - like finish .  

 

In a fire it reacts , generating a thick 

layer of carbon char, up to 4 0m m thick,  

able to withstand heat ᴑᴒᴣᴪᴕְׂׂׂ׃  ,ם

protect ing  timber structures up to 60 

minutes.  

FIRE RESISTANCE TEST  

THE TIMBER BEAM IS COMPLETELY WRAPPED 

INTO  THE INSULATING CHAR LAYER GENERATED 

BY AITHON PV33  



 

 

 

 
 

 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


